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 SEQ CHAPTER \h \r 1SECTION 07190 - WATER REPELLENTS

A. 
SUMMARY

1. 
Clear Water-Repellent Coating Applications:

a. 
Concrete (unpainted).

b. 
Exposed aggregate.

c. 
Brick masonry.

d. 
Concrete unit masonry (unpainted and unglazed).

e. 
Portland cement plaster (stucco).

f. 
Stonework.

g. 
Sandstone.

h. 
Granite.

i. 
Marble.

B. 
QUALITY ASSURANCE

1. 
Field Sample on each substrate.

C. 
WARRANTY

1. 
Water Repellency:  Five years.

D. 
MATERIALS

1. 
Silanes:  [Equal to or less] [More] than 3.3-lb/gal. (400-g/L) VOCs.

2. 
Siloxanes:  [Equal to or less] [More] than 3.3-lb/gal. (400-g/L) VOCs.

3. 
Silanes/Siloxanes Blends:  [Equal to or less] [More] than 3.3-lb/gal. (400-g/L) VOCs.

4. 
Proprietary Blends:  [Equal to or less] [More] than 3.3-lb/gal. (400-g/L) VOCs.

5. 
Silicones:  [Equal to or less] [More] than 3.3-lb/gal. (400-g/L) VOCs.

6. 
Acrylics:  [Equal to or less] [More] than 3.3-lb/gal. (400-g/L) VOCs.
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